
4070FU

Stainless steel post
70 x 70 mm
glass-bead blasted,
above ground: approx.
900 mm, with flat head

		                                                                                           Approx.kg           Part-No.	
Stationary	 	
	 for casting in concrete
	 with ground anchor
	 total length: 1200 mm		     5.4            4070	  
	  
	 to be fixed by plugs
	 with base plate 100 x 150 mm		     4.9            4070P	  
 
Removable 
self-engaging lock, incl. ground rosette,
with hot-dip galvanized ground socket
part-no. 470.10, approx. 500 mm below ground
	 	
	 with triangular locking mechanism acc. to DIN 3223	 	  10.3            4070F			 
	 with profile cylinder lock, three keys incl.		   13.1            4070Z
 
 
Foldable to be fixed by plugs, 
self-engaging lock,
with base plate 100 x 150 mm  

	 with triangular locking mechanism acc. to DIN 3223	 	    6.7            4070FU			 
	 with profile cylinder lock, three keys incl.		     7.8            4070UZ	  
 
Foldable for casting in concrete,
self-engaging lock,
with hot-dip galvanized ground socket
part-no. 470.60, approx. 400 mm below ground
			    
	 with triangular locking mechanism acc. to DIN 3223		    9.2            4070FUH	  
	 with profile cylinder lock, three keys incl.		   10.0            4070UZH 
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n Posts can be delivered simultaneously locking or in a locking
system; see page 49
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Barrier post of stainless steel



	 				   Approx.kg 	 Part-No.	  
Stationary, for casting in concrete		
total length: 1200 mm	   			  3.7	 4062			    

Stationary, to be fixed by plugs
with base plate Ø 120 x 5 mm 	  			   3.3	 4062P	  

Removable, with triangular locking mechanism 
acc. to DIN 3223, self-engaging lock,
with hot-dip galvanized ground socket
part-no. 460.40, approx. 400 mm below ground				   7.0	 4062F	  
 
Removable, with Euro profile cylinder lock
three keys, self-engaging lock,
with hot-dip galvanized ground socket					   7.4	 4062Z	  
part-no. 460.40

Accessories
 
	 Chain eyelets: Please add +1 / +2 to the part-no.
	 Extra charge per eyelet		
	 Barrier chain of stainless steel Ø 5 mm					   0.5	 430.55
	 Connecting links					   0.1	 430.56
	 Chain bolting mechanism					   0.1	 430.57

Stainless steel care spray, content: 400 ml
cleaning and care spray
for long-lasting protective film					   0.5	 430.58

Stainless steel post Ø 60 mm 
grinded, above ground: approx. 900 mm,
convex head
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Suitable mounting material for this product:
set of mounting bolts type 1VA
Part-No.
470.76
Further accessories page 49
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Barrier post of stainless steel



4072

4272

Stainless steel post
Ø 76 mm
grinded, convex head
above ground approx. 900 mm

		  Approx.kg 	 Part-No. 	 Part-No.
Stationary	 	
	 for casting in concrete
	 with ground anchor, total length: 1300 mm	 5.0	 4072	 4272	  
	  
	 to be fixed by plugs
	 with base plate 100 x 150 mm	 5.0	 4072P	 4272P	  
 
Removable	
self-engaging lock, incl. ground rosette,
with hot-dip galvanized ground socket
part-no. 476.40, approx. 400 mm below ground
	 	
	 with triangular locking mechanism,	   9.0	 4072F	 4272F
	 acc. to DIN 3223
	 with profile cylinder lock, three keys incl.	 10.5	 4072Z	 4272Z
 
 
Foldable to be fixed by plugs, 
self-engaging lock,
with base plate 100 x 150 mm  

	 with triangular locking mechanism,	   6.5	 4072FU	 4272FU
	 acc. to DIN 3223
	 with profile cylinder lock, three keys incl.	 7.0	 4072UZ	 4272UZ 
 
Foldable for casting in concrete,
self-engaging lock,
with hot-dip galvanized ground socket
part-no. 470.60, approx. 400 mm below ground
			    
	 with triangular locking mechanism,	 8.0	 4072FUH	 4272FUH  
	 acc. to DIN 3223
	 with profile cylinder lock, three keys incl.	 9.0	 4072UZH	 4272UZH 
	
			    
		

Without
decorative ring

With
decorative ring
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Posts can be delivered simultaneously locking or in a locking
system; see page 49
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Stainless steel post



			   Ø 89 mm	 Ø 102 mm
	 	 Approx.kg	 Part-No.	 Approx.kg 	 Part-No.
Stationary, for casting in concrete
total length: 1200 mm			   5.4	 4089			  6.2	 40103	  

Stationary, to be fixed by plugs
with base plate Ø 150 x 6 mm			   5.1	 4089P	   	 5.7	 40103P 

Removable, with triangular locking mechanism
acc. to DIN 3223, self-engaging lock, 
with hot-dip galvanized ground socket part-no. 470.10			   10.3	 4089F		  12.0	 40103F 

Removable, with Euro profile cylinder lock
three keys, self-engaging lock, 
with hot-dip galvanized ground socket part-no. 470.10			   12.0	 4089Z		  12.0	 40103Z

Stainless steel post 
grinded, convex head
above ground: approx. 900 mm

4089
 

40103P
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Suitable mounting material for this product:
set of mounting bolts type 2VA
Part-No.
470.77
Further accessories page 49 95

Stainless steel post



Total length in mm    Approx. 900	 Approx. 1200	 Approx. 600	  Approx. 900 
Approx.kg		  7.0	 9.5	 7.5	 10.0	
Part-No. 		  40154	 40155	 40154P	 40155P

Removable
self-engaging lock,
with hot-dip galvanized ground socket part-no. 470.10,
above ground approx. 900 mm			    

Removable, with triangular locking mechanism	 	Removable, with Euro profile cylinder lock		   
acc. to DIN 3223		  three keys		   
 
Approx.kg	 14.0	 Approx.kg	 14.0 
Part-No. 	 40154F	 Part-No. 	 40154Z

Stainless steel post
Ø 154 mm
grinded, with flat head,
stationary

Stationary for casting in concrete
with ground anchor

For plugging down
with base plate Ø 250 mm

Stainless steel post
maintain high value and
their attraction is timeless.
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Suitable mounting material for this product:
set of mounting bolts type 2VA
Part-No.
470.77
Further accessories pages 4996

Stainless steel post



Stainless steel post
Ø 204 mm
grinded, with flat head,
stationary

Timeless and massive
stainless steel post

Total length in mm		 Approx. 900	 Approx. 1200	 Approx. 600	  Approx. 900 
Approx.kg		  10.0	 13.0	 10.0	 13.0	
Part-No.		  40204	 40205	 40204P	 40205P

Removable
self-engaging lock,
with hot-dip galvanized ground socket part-no. 470.10,
above ground approx. 900 mm			    

Removable, with triangular locking mechanism	 	Removable, with Euro profile cylinder lock		   
acc. to DIN 3223		  three keys		   
 
Approx.kg	 15.5	 Approx.kg	 15.5 
Part-No.	 40204F	 Part-No.	 40204Z

Stationary for casting in concrete
with ground anchor

For plugging down
with base plate Ø 250 mm
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Suitable mounting material for this product:
set of mounting bolts type 2VA
Part-No.
470.77
Further accessories page 49 97

Stainless steel post



	 Without cross bar, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  800 mm	 1200 mm	 9.0	 449.09
		  1000 mm	 1200 mm	 9.5	 449.12
		  1200 mm	 1200 mm	 10.0	 449.13

	 With cross bar, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  800 mm	 1200 mm	 11.0	 449.21
		  1000 mm	 1200 mm	 12.5	 449.22
		  1200 mm	 1200 mm	 13.5	 449.23

	 Universal hoop, for casting in concrete

	 	 Total width	 Total height	 Approx.kg	 Part-No.

		  300 mm	 1200 mm	 9.0	 449.30
	

	 Round hoop, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  460 mm	 1200 mm	 7.5	 449.46
		  650 mm	 1200 mm	 8.0	 449.65

	 Round hoop with cross bar, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  650 mm	 1200 mm	 10.0	 449.66

	

Stainless steel hoop
Ø 48 mm
grinded surface
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Stainless steel hoop Ø 48 mm



	 Without cross bar, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  800 mm	 1200 mm	 9.0	 449.09
		  1000 mm	 1200 mm	 9.5	 449.12
		  1200 mm	 1200 mm	 10.0	 449.13

	 With cross bar, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  800 mm	 1200 mm	 11.0	 449.21
		  1000 mm	 1200 mm	 12.5	 449.22
		  1200 mm	 1200 mm	 13.5	 449.23

	 Universal hoop, for casting in concrete

	 	 Total width	 Total height	 Approx.kg	 Part-No.

		  300 mm	 1200 mm	 9.0	 449.30
	

	 Round hoop, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  460 mm	 1200 mm	 7.5	 449.46
		  650 mm	 1200 mm	 8.0	 449.65

	 Round hoop with cross bar, for casting in concrete

		  Total width	 Total height	 Approx.kg	 Part-No.

		  650 mm	 1200 mm	 10.0	 449.66

	

Without cross bar, for plugging down

	 Total width	 Total height	 Approx.kg	 Part-No.

	 800 mm	 800 mm	 7.5	 449.09P
	 1000 mm	 800 mm	 8.0	 449.12P
	 1200 mm	 800 mm	 9.0	 449.13P

With cross bar, for plugging down

	 Total width	 Total height	 Approx.kg	 Part-No.

	 800 mm	 800 mm	 10.0	 449.21P
	 1000 mm	 800 mm	 11.0	 449.22P
	 1200 mm	 800 mm	 12.0	 449.23P

Universal hoop, for plugging down

	 Total width	 Total height	 Approx.kg	 Part-No.

	 300 mm	 800 mm	 6.0	 449.30P
	

Round hoop, for plugging down

	 Total width	 Total height	 Approx.kg	 Part-No.

	 460 mm	 800 mm	 6.0	 449.46P
	 650 mm	 800 mm	 7.0	 449.65P

Round hoop with cross bar, for plugging down

	 Total width	 Total height	 Approx.kg	 Part-No.

	 650 mm	 800 mm	 8.0	 449.66P
	

Stainless steel hoop
Ø 48 mm
grinded surface,
for plugging down, with base plate Ø 120 x 5 mm
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Suitable mounting material for this
product: set of mounting bolts type 1.2VA
Part-No.
470.762
Further accessories pages 49-56 99

Stainless steel hoop Ø 48 mm



	 			   Approx.kg	 Part-No.	  	
total width: approx. 1400 mm
height above ground: approx. 850 mm					  
	 For casting in concrete		  9.0	 449.50
	  
	 For plugging down		  8.0	 449.50P
	 with base plate Ø 120 mm
	 pitch circle Ø 94 mm,
	 3 holes Ø 14 mm 

	 Total width	 Total height	 Approx.kg	 Part-No.

	 500 mm	 1200 mm	 8.5	 449.85
	 700 mm	 1200 mm	 9.0	 449.86
	 1000 mm	 1200 mm	 9.5	 449.87
	 1200 mm	 1200 mm	 10.5	 449.88

Stainless steel bicycle lean-on hoop
Ø 48 mm
very attractive and functional design, ground 
surface

	

Stainless steel bicycle lean-on hoop
Ø 48 mm
miter-welded, for casting in concrete
Ground surface
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Stainless steel hoop Ø 48 mm



		
		   
	

		  Approx.kg	 Part-No.
Stationary, for casting in concrete		
with ground anchor, total length: approx. 1200 mm	 9.0	 4481

Stationary, to be fixed by plugs		
with base plate 200 x 200 mm	 8.5	 4481P

Removable, with triangular locking mechanism	
acc. to DIN 3223, self-engaging lock,
with hot-dip galvanized ground socket
part-no. 470.10, approx. 500 mm
below ground	 14.5	 4481F	

Ornamental bollard made of corten
steel tube 80 x 80 mm
with flat head, approx. 900 mm above
ground, surface raw, optical pre-rusted
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Corten steel bollard



Lean-on hoop made of
corten steel
for casting in concrete, total
height: approx. 1100 mm, for
casting in concrete, surface raw,
optical pre-rusted

U-profile 80 x 40 mm

						    
	 Total width			  Approx.kg	 Part-No.	
  									       
	 750 mm				    20.0	 4450.075	
		
		

U-profile 80 x 40 mm

with upper part made of stainless steel Ø 48 mm			

	 Total width			  Approx.kg	 Part-No.	
  						    
	 750 mm			            	   21.5          	 4450.175		
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Lean on hoops are manufactured to order. Orders cannot be
cancelled, these products cannot be returned.

102

Corten steel lean-on hoop



U-profile 80 x 40 mm

						    
	 Total width			  Approx.kg	 Part-No.	
  									       
	 750 mm				    20.0	 4450.075	
		
		

U-profile 80 x 40 mm

with upper part made of stainless steel Ø 48 mm			

	 Total width			  Approx.kg	 Part-No.	
  						    
	 750 mm			            	   21.5          	 4450.175		
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3. Barrier elements

3.1 Tubular hoops			   104 - 111
3.2 Access barriers			   112 - 115
3.3 Height restriction barriers		  116 - 119
3.4 Protective railing			   120 - 125
3.5 City fence / railing			   126 - 128


